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打不出液体

No liquid can 
be pumped out

1. Recharge liquid

2. Remove sundries

3. Repair the pipeline

4. Lower the pump installation height

5. Replace the pipe with the same 

    diameter as the pump port

6. Replace with a new pump

7. Lower the suction height and 

    preferably pour back

8. Change the steering

1.泵没有灌液体
2.吸入管、排出管、叶轮被杂物阻塞
3.吸入管有空气
4.吸上高度太高
5.排出管过细、管路损失过大
6.要求扬程大于泵扬程
7.输送热的或易挥发性介质
8.转向反

1.重灌液体
2.清除杂物
3.修理管路
4.降低泵安装高度
5.换与泵口同口径管
6.更换新泵
7.降低吸入高度、最好倒灌
8.改变转向

1. The pump is not filled with liquid

2. The suction pipe, discharge pipe and impeller 

    are blocked by debris

3. There is air in the suction pipe

4. The suction height is too high

5. The discharge pipe is too thin and the pipeline

     loss is too large

6. The required lift is greater than the pump lift

7. Transport hot or volatile media

8. Reverse steering

1. The bottom valve is too small

2. The suction pipe is not deep enough in liquid, 

    and air is brought into the slurry

3. The suction pipe is too small or blocked by sundries

4. Impeller severely corroded

1. New foot valve

2. Increase immersion depth

3. Replace the thick pipe and remove 

    the sundries

4. Replace the impeller

1.底阀太小
2.吸入管路浸入液体深度不够有空气带入浆内
3.吸入管路过小或有杂物阻塞
4.叶轮腐蚀严重

1.另配置新底阀
2.增加浸入深度
3.换粗管、清除杂物
4.换新叶轮

流量不够

Insufficient flow

1. Impeller severely corroded

2. The pump performance does not meet the 

    requirements
Insufficient lift

1. Replace the impeller

2. Replace the pump

扬程不够
1.叶轮腐蚀严重
2.泵性能不符合要求

1.换新叶轮
2.换新泵

1. The pump and motor shafts are not concentric

2. The pump shaft is bent

1. Readjust and align the motor and pump axis

2. Remove and straighten or replace the shaft
Severe pump 
vibration

泵振动严重 1.泵与电机轴不同心
2.泵轴弯曲

1.将电机与泵轴线重新调整对准
2.卸下校直或换新轴

1. No or insufficient lubricating oil (grease)

2. Motor and pump shaft are not concentric

3. The bearing is damaged

1. Refueling

2. Adjust the shaft center

3. Replace with a new bearing

Overheating of 
pump bearing

泵轴承过热 1.润滑油(脂)没有或不足
2.电机和泵轴不同心
3.轴承损坏

1.加油
2.调整轴心
3.更换新轴承

Shaft seal leakage 1. High inlet pressure 1. Reduce the inlet pressure or close the inlet valve
轴封漏 1.进口压力高 1.降低进口压力或关小进口阀门

Motor overheating 1. The configured motor power is insufficient1. Replace with a new motor with larger power
电机过热 1.配置电机功率不够 1.更换较大功率新电机
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